
REMARKS WELL LOG ELECTRIC LOGS FILE X WATERSANDS LOCATION INS SUB REPORT/abd

DATE FILED 5-25-84
LAND: FEE & PATENTED STATE LEASE NO. PUBLIC LEASE NO. U-52018

lNDlAN

DRILLING APPROVED: 6-4-84 OIL
SPUDDED IN:

COMPLETED PUT TO PRODUCING:

INITIAL PRODUCTION

GRAVITY A P l.

GOR

PRODUCING ZONES:

TOTAL DEPTH:

WELL ELEVATION:

DATE ABANDONED

FIELO ' CASTLE PEAK *

UNIT:

COUNTY DUCHESNE
WELLNO N.G.C. FEDERAL #4 API NO 43-013-30953
LOCATION 540 ' FNL FT FROM (N) (S) LINE 1944 ' FEL FT FROM (E) (W) LINE NWNE 1/4 - 1/4 SEC. 20

16 2 L PETROLEUM



FN 3160-3 SUBMIT IN TRIPLICATE* Form approved.
(November 1983) (Other instructions on Budget Bureau No. 1004-013
(formerly 9-331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENTOF THE INTERIOR 5, LEASE 881GNATION AND BERIAL NO.
BUREAUOF LAND MANAGEMENT i 52018

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK O.IFINDIAN,ALLOÑEBOBTRIBENAME

1a. TTPE OF WORK

DRILLÐ DEEPENO PLUGBACKO 7. UNE AGREEMENT NAME

b. TTPE OF WELL
OILLL OWABLL

OTHER
S NNELE zOUNLT LE 6. - OB mm

2. NAME OF OPERATOa N.G.C. Fed.
Amsel Petroleum Inc. 9. WELL NO.

3. ADDRESS OF OPERATOR

1331 17th St., Suite 506, Denver, CO 80202 io. FIELD AND POO OR
4. LOCATION OF WEl,L (Report location clearly and in accordance with any State requiremente.*)

540' FNL 1944' FEL Sec. 20, T9S, R16E, S.L.B. & M. 11. CD
E

ORBI,A

At proposed prod. zone Sec. 20, T9S, R16E, SLB&M
Same /A fi14. DISTANCE IN HILES AND DIRECTION FROM NEAREST TOWN OB POST OrrICE* 12. COUNTT OR PABISH 18. BTATE
13.3 Miles Southwest of Myton, Utah Duchesne Utah

10. DISTANCE FROM PROPOSED* 16. NO. OF ACBES IN LEASE 17, NO. OF ACRES ASSIGNEDLOCATION TO NEAREST TO THIS WELLPROPERTY OR I.EASE I,INE, FT. 540 640 40(Also to nearest drlg. unit line, if any)
18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. BOTART OR CABLE TOOLSTO NEAREST WELL, DRILLING, COMPLETED• NA 5800' RotaryOR APFLIED TOR. ON THIS LEASE, Fr.

21. EIÆVATIONs (Show whether DF, RT, GR, etc.) tr 22. APPROx. DATE WORK WILL STA6051' A.S.A.P.
23

PROPOSED CASING AND CEMENTING PROGRAM

BIEE OF HOLE SIEE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

16" 13 3/8" 48# H-40 40' Redi Mix to Surface
124 " 9 5/8" 36# V-55 300' Circulate to Surface _+ 120 Sacks
7 7/8" 5½" 17# K-55 5800' Circulate to above top of Oil

Shale + 630 Sacks

RECEIVED '

APPROVEDSVTHESTATEOF UTAH DIVISIONOF MAY2 5 1984
OIL, GAS, ING

DATE AG DIVISION OF OIL
/ / GAS & MINING

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If prOposal is to deepen or plug back, give data on present productive sone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program, if any.
24.

SIGNED TITLE DATE

(This space for Federal or State ofBee use)

PWRVIT NO APPR V4T D4TF

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*SeeInstructionsOn ReverseSide
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false. fictitious or fraudulent statements or representations as to any matter within its
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AMSEL PETROLEUM INC.

Well locotion, N.G.C. FEO #4,

T9 S R/6E S.L.B.8 M located as shown in the NW \/4 NEl/4
Section 20, TSS, RI6E, S.L.B. 8 M.

NW Corner N I/4 Corner
Duchesne County, Utah.

N89°57'W

NG C. EEO *4
944 4

E/ev. Ungraded Ground-605/

20

2454

U Emanas e a LAND SURVEY

80.04 0 BOX Q - 85 SOUTH - 200 EAST
N89°58 W VERNAL, UTAH - e4oze

i = 1000 5/ I /84
PAHTY REFERENCES

DB CM PT GLO

X = Section Corners Locoted WEATHER LE
Cold/ Windy
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CONDITIONS OF APPROVAL FOP NOTICF 0 DFILL

Company Amsel Petroleun Inc.

Well No. NGC #4

Location: Section 20, 98, Rl6F, S.L.F.

Lease No.: U-52018

Onsite Inspection Date: Nay 8, 1984

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 5100),
Onshore Oil and Gas Order No. 1, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A
copy of these conditions will be furnished the field representative to
insure compliance.

A. DRILLING PROGPAF

1. Surface Formation and Estimated Formation Tops:

Uinta Surface, Green River 1400'; Wasatch 5400, T.P. 5800'

2. Estimated Depth at which Oil, Gas, Water, or other Mineral Pearing
Zones are Expected to be encountered:

Formation Zone

Expected Oil Zones: Douglas Creek 3800' my

Expected Gas Zones: Pouglas Creek 3800' mp

Expected Water 7ones: Surface - 800'
Expected Vineral Zones: Green River Oil Shale 1400'

All fresh water and prospectively valuable minerals (as described by
PLM at onsite) encountered during drilling, will be recorded by depth and
adequately protected. All oil and gas shows will be tested to determine
commercial potential.

3. Pressure Control Equipment:

12" 3000# Double Hydraulic B.O.P. with pipe rams and blind rams and
spherical E.0.P.

B.O.P. to be pressure tested before spudding and daily testing of
closing units and rams while drilling.

Page
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Amsel Petroleum, Inc.
NGC #4
Section 20, T9S, R16E, S.L.B.& F.

BOP systems will be consistent with API RP 53. Pressure tests will be
conducted before drilling out from under all casing strings which are set
and cemented in place. Blowout preventer controls will be installed prior
to drilling the surface casing plug and will remain in use until the well
is completed or abandoned. Preventers will be inspected and operated at
least daily to ensure good mechanical working order, and this inspection
recorded on the daily drilling report. Preventers will be pressure tested
before drilling casing cement plugs.

The District Office should be notified, with sufficient lead time, in
order to have a PLN representative on location during pressure testing.

4. Casing Program and Auxiliary Equipment:

13 3/8" 48# H-40 40' Pedi Mix to Surface

9 5/8" 36# J-55 300' circulate to surface approximately 120 sax.

5 1/2" 17# K-55 5800' circulate to top of Green Fiver approximately
630 sax.

Anticipated cement tops will be reported as to depth, not the expected
number of sacks of cement to be used. mhe District Office should be
notified, with sufficient lead time, in order to have a PLM representative
on location while running all casing strings and cementing.

5. Mud Program and Circulating Nedium:

water Surface to 3800' wt. 8.4 - 8.6 Vis. 30-35 Gel 3800' to T.P. 8.6
- 9.1 35-45 w.L. 8-10

6. Coring, Logging and Testing Program:

Dual Induction SFL 300' - T.D.

BHC Density CNL 300' - T.P.

No Coring

Whether the well is completed as a dry hole or as a producer, "Vell
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or after
completion of operations being performed, in accordance with 45 CFP 3164.
Two copies of all logs, core descriptions, core analyses, well-test data,
geologic summaries, sample description, and all other surveys or data
obtained and complied during the drilling, workover, and/or completion
operations, will be filed with form 3160-4. Samples (cuttings, fluids,
and/or gases) will be submitted when requested by the authorized
officer(AO),

7. Abnormal Conditions, Bottom Hole Pressures and Potential Hasards:

None expected
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Amsel Petroleum, Inc.
NGC #4
Section 20, T9S, R16F, S.L.B.& F.

8. Anticipated Starting Dates and Notifications of Operations:

Location Construction:

Spud Date: A.S.A.P.

No location will be constructed or moved, no well will be plugged, and
no drilling or workover equipment will be removed from a well to be placed
in a suspended status without prior approval of the AO. If operations are
to be suspended, prior approval of the AO will be obtained and
notification given before resumption of operations.

The spud date will be reported orally to the AO within 48 hours after
spudding. If the spudding occurs on a weekend or holiday, the report will
be submitted on the following regular working day. The oral report will
be followed up with a Sundry Notice.

In accordance with Onshore Oil and Gas Order No. 1, this well will be
reported on Form 9-329 "Monthly Report of Operations", starting with the
month in which operations commence and continue each month until the well
is physically plugged and abandoned. This report will be filed, in
duplicate, to the Vernal ELY District Office, 170 South 500 East, Vernal,
Utah 84078.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be promptly reported in accordance with
the requirements of N L-3A or its revision.

If a replacement rig is contemplated for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for prior
approval of the AO, and all conditions of this approved plan are
applicable during all operations conducted with the replacement rig.

Should the well be successfully completed for production, the AO will
be notified when the well is placed in a producing status. Such
notification will be sen by telegram or other written communication, not
later than 5 days following the date on which the well is placed on
production.

Pursuant to NTL-2B, with the approval of the District Engineer,
produced water may be temporarily disposed of into unlined pits for a
period of up to 90 days. During the period so authorized, an application
for approval of the permanent disposal metnod, along with the required
water analysis and other information, must be submitted to the District
Engineer.
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Amsel Petroleum, Inc.
NGC #4
Section 20, m9S, Rl6E, S.L.P.& M.

Pursuant to NTL-4A, lesses or operators are authorized to vent/flare
gas during initial well evaluation tests, not exceeding a period of 30
days or the production of 50 FFCF of gas, whichever occurs first. An
application must be filed with the District Engineer and approval
received, for any venting/flaring of gas beyond the initial 30 day
authorized test period.

A schematic facilities diagram as required by 43 CFP 3162.7-2,
3162.7-3, and 3162.7-4 shall be submitted to the appropriate District
Office within 30 days of installation or first production, whichever
occurs first. All site security regulations as specified in 43 CFF 3162.7
shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFP 3162.4.

A first production conference will be scheduled within 15 days after
receipt of the first production notice.

No well abandonment operations will be commenced without prior
approval of the AO. In the case of newly drilled dry holes or failures,
and in emergency situations, oral approval will be obtained from the SO.
A "Subsequent Report of Abandonment" Form 3160-5, will be filed with the
A0 within 30 days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of
surface restoration. Final abandonment will not be approved until the
surface reclamation work required by the apoproved APD or approved
abandonment notice has been completed to the satisfaction of the AO or his
representative, or the appropriate Surface Managing Agency.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators
have the responsibility to see that their exploration, development,
production, and construction operations are conducted in a manner which
conforms with applicable Federal laws and regulations and with State and
local laws and regulations to the extent that such State and local laws
and regulations to the extent that such State and local laws are
applicable to operations on Federal or Indian lands.
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ANSEL PEmROLEUF, INC.

13 Point Surface Use Plan

For

NGC #4

Located in

Section 20, T9S, Rl6E, S.L.B.&N.

Duchense County,
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AMSEL PETROLEUM, INC.
NGC #4
Section 20, T9S, Rl6F, S.L.B.& F.

1. EXISTING ROADS:

a. Location of proposed well in relation to town or other reference
point: Approximately 11 miles Southwest of Myton, Utah.

b. Proposed route to location: U.S. 40 West to U-53; Southwesterly
on U-53 9.7 miles to dirt road; Southeasterly on dirt road 2.0 miles
to proposed road.

c. Location and Description of roads in the area: U.S. 40
bituminous surfaced, U-53 gravel surfaced, all other are dirt roads.

d. Plans for improvement and/or maintenance of existing roads:
Some minor grade work on proposed portion of road.

e. Other: None

2. PLANNED ACCESS ROADS:

a. Vidth: 18' road surface (30' total disturbance maximum)

b. Maximum grades: 8¶

c. Turnouts: None

d. Location (centerline): Flagged

e. Drainage: Drainage ditches on side where necessary,

f. Surface materials (source): Existing materials

g. Other: None

All travel will be confined to existing access road rights-of-way.

3. LOCATIONS OF EXISTING ¥ELLS: here is one existing Diamond Shamrock
location located in the NE 1/4 NE 1/4 Section 20, T9S, Pl6F,
S.L.B.& M.

4. LOCATION OF TANK BATTERIES AND PRODUCTION FACILITIES:

All permanent (onsite for six months or longer) structures
constructed or installed (including oil well pump jacks will be
painted a flat, non-reflective, earthtone color to match the
standard environmental colors, as determined by the Focky Mountain 5
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AMSEL PETROLEUM, INC.
NGC #4
Section 20, T9S, R16E, S.L.P.& N.

State Interagency Committee. All facilities will be painted within
6 months of installation. Facilities required to comply with
0.S.H.A. (Occupational Safety and Health Act) will be excluded.

If a tank battery is constructed on this lease, it will be
surrounded by a dike of sufficient capacity to contain 1 1/2 times
the storage capacity of the battery.

Tank batteries will be placed on the: South end of the location.

All loading lines will be placed inside the berm surrounding
the tank battery.

All site security guidelines identified in 43 CFR 3162.7
regulations will be adherred to.

All off-lease storage, off-lease measurement, or commingling on-
lease or off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of
the wellhead. The gas flowline will be buried from the wellhead to
the meter and anchored securely at the meter. Neter runs will be
housed and/or fenced.

The oil and gas measurement facilities will be installed on the well
location. The oil and gas meters will be calibrated in place prior
to any deliveries. Tests for meter accuracy will be conducted
monthly for the first three months on new meter installations and at
least quarterly thereafter. The AO will be provided with a date and
time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be
submitted to the Moab District office. All meter measurement
facilities will conform with the API standards for liquid hydro-
carbons and the AGA standard for natural gas measurement.

5. LOCATION AND TYPE OF WAmEF SUPPLY:

All water needed for drilling purposes will be obtained from:
The Duchesne River near Nyton, Utah approximately 13.3 miles North
of the location site.

6. SOURCF OF CONSTRUCTION MATERIAL:

Road surfacing and pad construction material will be obtained from:
Existing materials in the area.

The use of materials under B.L.M. jurisdiction will conform to 43
CFR 3610 . 2-3.

Construction materials will be located on lease.
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AMSEL PFTROLEUN, INC.
NGC #4
Section 20, T9S, 916E, S.L.P.& M.

7. METHODSOF HANDLING WASTE DISPOSAL:

The reserve pit may or may not be lined: mo be determined upon
completion of construction of the pit.

Burning will not be allowed. All trash must be contained and
disposed of by: A trash cage and hauled to an approved sanitary
landfill.

Produced waste water will be confined to a lined pit for a period
not to exceed 90 days after initial production. During the 90 day
period an application for approval of a permanent disposal method
and location, along with required water analysis,.will be submitted
for the AO's approval. Failure to file an application within the
time allowed will be considered an incident of noncompliance, and
will be grounds for issuing a shut-in order.

8. ANCILLARY FACILITIES:

Camp facilities will not be required.

9. ¥ELL SITE LAYOUT:

The reserve pit will be located: On the West side of the
location.

The stockpiled topsoil will be stored: On the Southeast end of the
location.

Access to the well pad will be from: Southwest

The trash pit will be located: No trash pit.

Reserve pits will be fenced with a net wire fence and topped with
at least one strand of barbed wire.

10. PLANS FOR RESTORATION OF SURFACE:

Immediately upon completion of drilling, the location and
surrounding area will be cleared of all debris, materials
trash and junk not required for production.

Before any dirt work to restore the location takes place,
the reserve pit must be completely dry and all cans, barrels,
pipe etc. will be removed.

All disturbed areas will be recontoured to the approximate natural
contours.

The stockpiled topsoil will be evenly distributed over the disturbed
areas.
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AMSEL PETROLEUM, INC.
NGC #4
Section 20, T9S, Rl6E, S.L.B.& M.

Prior to reseeding, all disturbed areas, including the access roads,
will be scarified and left with a rough surface.

Seed will be broadcast or drilled at a time specified by the PLM.
If broadcast, a harrow or some other implement will be dragged over
the seeded area to assure seed coverage. Also, if broadcast the
amount of seed will be proportionately larger to total 14 Lbs/Acre.

The following seed mixture will be used:

Stipa Comata 1 Lb/Ac
Agropyron Cristatum 1 Lb/Ac
Poa Sekeunda 1 Lb/Ac
Yochia Prostrata 2 Lb/Ac
Atriplex Confertifolia 2 Lb/Ae
Ceratoides Lanata 2 Lb/Ac

9 Lb/Ac

The reserve pit and that portion of the location and access road not
needed for production or production facilities will be reclaimed.

ll. SURFACE AND MINERAL OWNERSHIP

12. OTHER INFORMATION

There will be no deviation from the proposed drilling and/or
workover program without prior approval from the AO. Safe
drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be
identified in accordance with 43 CFP 3162.2.

"Sundry Notice and Report and Wells" (Porm 3160-5) will be filed
for approval for all changes of plans and other operations in
accordance with 43 CFR 3164.

The dirt contractor will be provided with an approved copy of the
surface use plan.

A cultural resource clearance will be required before any
construction begins. If any cultural resources are found during
construction, all work will stop and the A0 will be notified.

This permit will be valid for a period of one year from the date of
approval. After permit termination a new application will be filed
for approval for any future operations.
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NGC #4
Section 20, T98, R16E, S.L.B.& M.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CER"IFICAmION

Representative

Name: W.R. Goodier

Address: 1331 Seventeenth Street, Suite 506, Denver, Colorado 80202

Phone No. (303) 296-4551

Certification:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which currently exist; that the
statements made in this plan are, to the best of my knowledge,
true and correct; and, that the work associated with the
operations proposed herein will be performed by: Amsel Petroleum
Inc. and its contractors and subcontractors in conformity with this
plan and the terms and conditions under which it is approved. This
statement is subject to the provisions of 18 U.S.C. 1001 for the
filing of a false statement.

Date

Page
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OPERATOR ,1M3 DATE

WELLNAME

SEC T S R COUNTY

API NUMBER TYPE OF LEASE

POSTING CHECKOFF:

INDEX HL

NID PI

I | MAP

PROCESSINGCOMMENTS:

APPROVALLETTER:

SPACING: A-3 c-3-a
UNIT CAUSENO. & DATE

I ,
43-b c-3-c

SPECIAL



RECONCILE WELL NAMEANDLOCATIONON APD AGAINST SAME DATAON PLAT MAP.

AUTHENTICATE LEASE ANDOPERATOR INFORMATION

\ VERIFY ADEQUATEAND PROPER BONDING

AUTHENTICATE IF SITE IS IN A NAMEDFIELD, ETC.

APPLY SPACING CONSIDERATION

ORDER

UNIT

---c~-3-b

c-3-c

CHECK DISTANCE TO NEAREST WELL.

CHECK OUTSTANDINGOR OVERDUEREPORTSFOR OPERATOR'SOTHER WELLS.

POTASH DESIGNATED AREA, SPECIAL LANGUAGEON APPROVALLETTER

IF IN OIL SHALEDESIGNATED AREA, SPECIAL APPROVAL LANGUAGE.

O



9

June 5, 1984

Ansel Petroleum Inc.
1331 17th Street Suite 506
Denver, CO 80202

IU: Well le. NGC Federal #4
IME Sec. 20, T. 98, R. 16E
540' FNL, 1944' FEL
Duchesne County, Utah

Gentlemen:

Approval to drill the above referenced oil well is hereby granted in
accordance with Rule C-3 (b), General Rules and Regulations and Rules of
Practice and Procedure, subject to the following stipulations:

1. Prior to comencement of drilling, receipt by the Division of
evidence providing assurance of an adequate and approved supply of
water.

In addition, the follesd.ng actions are necessary to fully comply with this
approval:

1. Spudding notification to the Division within 24 hours after drilling
operations comence.

2. Submittal to the Division of completed Form OGC+X, Report of Water
Encounterec During Drilling.

3. Prœpt notifi¢ation to the Division should you determine that it La
necessary to plug and abandon this well. Notify R. J. Firth,
Associate Director, Telephone (801) 533-5771 (Officei, 571-6068
(Home).

4. Compliance with the requiremnts and regulations of Rule C-27,
Associated Cas Flaring, General Rules and Regulations, 011 and Gas
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Ansel Petroleum Inc.
Well No. il GC Federai #4
June 5, 1984
Page 2

5. This approval shall expire one (1) year after date o£ issuance unless
substantial and continuous operation is underway or an application
for an extension is made prior to the approval expiration date.

The API number assigned to this well is 43--013-30953.

Sincerely,

K. . iFirth
Associate Director , Oil & Gas

1.JF/gl

cc: Branch of Fluid Minerals



RECEIVED
SEL PETROLEUM, INC.

1331 Seventeenth Street, Suite 506 SEP 2 6 1984Denver, Colorado 80202
(303) 296-4551

DIVISIONOF OIL
GAS & MINING

September 17, 1984

U. S. Department of the Interior
Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

Attention: Assistant District Manager
For Minerals

Re: Applications for Permiti

To Drill

Gentlemen:

Amsel was unable to obtain adequate financing to drill an -M
the wells located in Sections 17, 18, 19, 21 and 22 16E
and our farmout agreement with Natural Gas CorporaÉio was
cancelled .

Very truly yours,

illiam R. Goodier

WRG:ps



STATEOF UTAH Scott M. Matheson. Governor
NATURALRESOURCES Ternple A. Reynolds, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

4241 State Office Building •Salt Lake City, UT84114•801-533-5771

January 2, 19

Amsel Petroleum Incorporated
1331 Seventeenth Street, Suite 506
Denver, Colorado 80202

Gentlemen:

Re: Well No. NGC Federal #4 - Sec. 20, T. 9S., R. 16E.
Duchesne County, Utah - API #43-0£3-56953

As you requested in your letter of September 17, 1984, approval
to drill the subject well is hereby rescinded, without prejudice,
effective the date of this letter.

A new "Application for Permit to Drill" must be filed with this
office for approval, prior to future drilling of the subject
location.

Sincerely,

Jo n R. Baza
/P troleum Engineer

cc: Dianne R. Nielson
Ronald J. Firth
File

00095/4

cm equal opportunity employer • please recycle
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